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KALINGIA ILLUMINATION

Product Overview

KALIN

COMPANY PROFILE

ABOUTUS N

Kalingia lllumination Pvt. Ltd. is an ISO 9001-2008 certified company and established in the field of lighting from the
last 25 years. Kalingia illumination was founded by its Managing Director Mr. Rajesh Shiromani .Its management
comprises of experienced and qualified professionals and capable staff to ensure best services and products in the
lighting field.

It has five manufacturing units who act as sister concerns of the company and employees strength of over two hundred
which gives us edge of producing more than 250 products including Electronic and Electro-megnatic Ballast .This helps

us to give advance energy efficient solutions for all segments : Street lights , Flood lights, all type of Indoor and -4 a I d o id

Commercial lights and Garden lights. We can also offer customized products as per requirement and fulfill all your i b bV n o o r U oor

needs within very short span of time. p L ° h ° L. h °
Lightin g ighting ighting
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RESEARCH & DEVELOPMENTS

New developments & Scientific research is the basic backbone of kalingia

Group.Which give its workforce a new impetus towards technical growth and progress. — o o Certy trat e
— Our continuous efforts towards research & developments allowed us to fulfill our of —
01 responsibilities to provide BEST PRODUCTS WITH ZERO DEFECT Services to our Mis Kalingia llumination Pvt. Ltd 02
A2, G.T. Road, DSIDC Complex, Jhilmil Industrial Area,
CUSfomers' Delhi - 110095 (India)
The company has well equipped testing laboratories for checking of all kinds of LED ity Nonagement S
Indoor & Outdoor products, Electronic & Electromagnetic Ballast to ensure best of 1SO 9001:2008

for the scope of

quality and as per Highest Standards designed for the requisite products.

Design, Development, Manufacturing and Supplies of Light itings,
ic & Magnetic) and Elecrical Equi

Rajesh Shiromani
Managing Director
rajesh.shiromani@kalingialights.com

subject to continued satisfactory conformance of
‘governing standard.
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LED LIGHTING SERIES

KALINGIA ILLUMINATION

LED Make
LED Type
Power
Input
Color Temperature
Working Temp.

Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution

Certicates

Application

Descript Specifica:

Nichia/Edison
SMD, Low Power
OW/11W/18W/20W /22W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%

110 Lumen/Watt

Aluminium Die Casting

1P40

> 50,000 Hours

25-30mA

>80

95-110%

Diffused

LM80, L70, LM79

Lobby, Parking, Housing Society

LED Tube Light

LED Bulb

KALINGIA ILLUMINATION

LED Make
LED Type
Power
Input
Color Temperature
Working Temp.

Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution

Certicates

Application

Dimensions (mm)

SMD, Low Power
5W-8W
90-285VAC,50Hz
2700K-6500K
-20to +50 C
>.95

> 85%

90 Lumen/Watt
Aluminium

1P40

> 50,000 Hours
55-60mA

>80

95-110%
Diffused /Clear
LM80, L70, LM79

Residential, Shops, Commercial

Model Total Wattage legin Wikiin Colours
(mm) (mm)

KITLO1-9W T8 ow 600 32 CW/WW/NW

KITLOT-1TW T8 1w 600 32 CW/WW/NW

KITLOT-18W T8 18W 1220 32 CW/WW/NW

KITLO1-20W T8 20W 1220 32 CW/WW/NW

KITLOT-22W T8 22W 1220 32 CW/WW/NW

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution

Certicates

Application

Descripti Specification

Edison

SMD, Low Power
OW/11W/18W/20W /22W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%

110 Lumen/Watt
Aluminium Die Casting
1P40

> 50,000 Hours
55-60mA

>80

95-110%

Diffused

LM80, L70, LM79

Residential, Office, C cial

LED Tube Light

Product Type Model No. Total Wattage Case Lot
C Colour Temprature

LED Bulb KILBO1-5W S5W - - - CW/WW/NW -

LED Bulb KILBO1-6W oW - - - CW/WW/NW -

LED Bulb KILBO1-7W 7w - - - CW/WW/NW -

LED Bulb KILBO1-8W A - - - CW/WW/NW -

LED Bulb

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution
Certicates

Application

Dimensions (mm)

Specific

Osram

SMD, Low Power
3W/4W /5W
90-285VAC,50Hz
2700K-6500K
-20to +50 C
>.95

> 85%

90 Lumen/Watt
Aluminium Die Casting
IP40

> 50,000 Hours
55-60mA

>80

95-110%
Diffused /Clear
LM80, L70, LM79

Residential, Shops, Commercial

Model Total Wattage L(e"’:r?")h mi’;‘ Colours

KITLO2-9W T5 ow 600 32 CW/WW/NW
KITLO2-11W T5 1w 600 32 CW/WW/NW
KITLO2-18W T5 18W 1220 32 CW/WW/NW
KITLO2-20W T5 20W 1220 32 CW/WW/NW
KITL02-22W T5 22w 1220 32 CW/WW/NW

Product Type Model No. Total Wattage Case Lot
C Colour Temprature

LED Candle Bulb KILBO2-3W 3W - - - CW/WW/NW -

LED Candle Bulb KILBO2-5W SW - - - CW/WW/NW -

LED Candle Bulb KILBO2-7W 7W - - - CW/WW/NW -

LED LIGHTING SERIES



LED LIGHTING SERIES

Descrip

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor
Driver Efficiency
Lumen Efficiency

Luminaries Material

Specifications

Osram
SMD, Low Power

8W/12W/15W /18W/22W /24W

90-285VAC,50Hz
2700K-6500K
-20to +50 C
>.95

> 85%

110 Lumen/Watt

Aluminium Die Casting

Ingress Protection 1P40

Working Life > 50,000 Hours

LED Operating Current 55-60Ma

CRI >80

Overload Protection 95-110%

Distribution Diffused

Certicates LM80, L70, LM79

Application Residential, Office, Lobby

Model Total Wattage Cier Creiene i Colours
(mm) (mm)

KIPLOT-3W SQ 3w 100x100 85x85 CW/WW/NW

KIPLOT-6W SQ bW 120x120 95x95 CW/WW/NW

KIPLOT-8W SQ 8W 120x120 95x95 CW/WW/NW

KIPLOT-12W SQ 12w 150x150 125x125 CW/WW/NW

KIPLOT-15W SQ 15W 150x150 125x125 CW/WW/NW

KIPLOT-18W SQ 18W 170x170 145x145 CW/WW/NW

KIPLOT-22W SQ 22w 170x170 145x145 CW/WW/NW

KIPLOT-24W SQ 24W 200x200 175x175 CW/WW/NW

LED Flat Panel Square

KALINGIA

LED Flat Panel Round

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution
Certicates

Application

AIDHUAN

Specification

Osram

SMD, Low Power
8W/12W/15W/18W /22W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%

110 Lumen/Watt
Aluminium Die Casting
1P40

> 50,000 Hours
55-60Ma

>80

95-110%

Diffused

LM80, L70, LM79
Residential, Office, Lobby

Model Total Wattage Gy Bl (ium':'l)" Colours

KIPLO2-3W RD 3w 100x100 85x85 CW/WW /NW
KIPLO2-6W RD 6W 120x120 95x95 CW/WW/NW
KIPLO2-8W RD 8W 120x120 95x95 CW/WW /NW
KIPLO2-12W RD 12W 170x170 145x145 CW/WW /NW
KIPLO2-15W RD 15W 170x170 145x145 CW/WW /NW
KIPLO2-18W RD 18W 170x170 145x145 CW/WW /NW
KIPLO2-22W RD 22W 170x170 145x145 CW/WW /NW
KIPLO2-24W RD 24W 200x200 175x175 CW/WW/NW
KIPLO2-30W RD 30W 200x200 175x175 CW/WW/NW
KIPLO2-36W RD 36W 242x242 215x215 CW/WW /NW

LED LIGHTING SERIES



LED LIGHTING SERIES

Model

KIPLO3-12W

Total Wattage

12W

Outer Dimensions
(mm)

130x130

Colours

CW/WW/NW

KIPLO3-18W

18W

160x160

CW/WW/NW

KIPLO3-24W

160x160

CW/WW/NW

KIPLO3-30W

190x190

CW/WW/NW

Model

KIPLO4-15W

Total Wattage

15W

Outer Dimensions Cutout
(mm) (mm)

180x180 150x150

Colours

CW/WW/NW

KIPLO4-20W

20W

180x180 150x150

CW/WW/NW

Model

KIPLO5-18W

Total Wattage

18W

Outer Dimensions Cutout
(mm) (mm)

180x180 150x150

Colours

CW/WW/NW

KIPLO5-18W

18W

180x180 150x150

CW/WW/NW

Model

KIPLO6-4W

Total Wattage

4w

Outer Dimensions (mm) Cutout (mm)

Colours

CW/WW /NW

KIPLO6-6W

oW

CW/WW/NW

KIPLO6-8W

8W

CW/WW/NW

KIPLO6-8W MR16

8W MR16

CW/WW/NW

KIPLO6-12W

12w

CW/WW/NW

KIPLO6-15W

15W

CW/WW/NW

KIPLO6-18W

CW/WW/NW

KIPLO6-22W

CW/WW/NW

KIPLO6-30W

CW/WW /NW

Model

KIPLO7-4W

Total Wattage

4w

Outer Dimensions (mm) Cutout (mm)

Colours

CW/WW/NW

KIPLO7-6W

oW

CW/WW/NW

KIPLO7-8W

8W

CW/WW/NW

KIPLO7-8W MR16

8W MR16

CW/WW/NW

KIPLO7-12W

12w

CW/WW /NW

KIPLO7-15W

15W

CW/WW/NW

KIPLO7-18W

CW/WW/NW

Model Total Wattage ity PR Chitasi Colours
(mm) (mm)
KIDLO1-12W 12w 130x130 - CW/WW/NW
KIDLO1-18W 18W 160x160 - CW/WW/NW
KIDLO1-24W 24W 160x160 - CW/WW/NW
KIDLO1-30W 30w 190x190 - CW/WW/NW
Model Total Wattage ity BHCiEETE it Colours
(mm) (mm)
KIDLO2-15W 15w 180x180 150x150 CW/WW/NW
KIDLO2-20W 20w 180x180 150x150 CW/WW/NW
KIDLO2-24W 24W 180x180 150x150 CW/WW/NW
Model Total Wattage ity BiEETE it Colours
(mm) (mm)
KIDLO3-18W 18W 180x180 150x150 CW/WW/NW
KIDLO3-22W 22W 180x180 150x150 CW/WW/NW
Model Total Wattage Outer Dimensions (mm) Cutout (mm) Colours
KIDLO4-4W 4W 100 78 CW/WW/NW
KIDLO4-6W oW 100 78 CW/WW/NW
KIDLO4-8W 8W 100 78 CW/WW/NW
KIDLO4-8W MR16 8W MR16 50 50 CW/WW/NW
KIDLO4-12W 12w 152 121 CW/WW/NW
KIDLO4-15W 15w 152 121 CW/WW/NW
KIDLO4-18W 18W 152 121 CW/WW/NW
KIDLO4-22W 22W 190 155 CW/WW/NW
KIDLO4-30W 30w 190 155 CW/WW/NW
Model Total Wattage Outer Dimensions (mm) Cutout (mm) Colours
KIDLO5-4W 4W - - CW/WW/NW
KIDLO5-6W oW - - CW/WW/NW
KIDLO5-8W 8w - - CW/WW/NW
KIDLO5-8W MR16 8W MR16 50 50 CW/WW/NW
KIDLO5-12W 12W - - CW/WW/NW
KIDLO5-15W 15w - - CW/WW/NW
KIDLO5-18W 18W - - CW/WW/NW
KIDLO5-22W 22W - - CW/WW/NW
KIDLO5-30W 30w - - CW/WW/NW

KIPLO7-22W

CW/WW/NW

KIPLO7-30W

CW/WW/NW

LED LIGHTING SERIES



LED LIGHTING SERIES

LED Flat Panel

Model No.

Product Type

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution
Certicates

Application

Dimensions (mm)
Total Wattage

Specifications
Osram

SMD, Low Power
30W/36W/48W
90-285VAC,50Hz
2700K-6500K
-20to +50 C
>.95

> 85%

110 Lumen/Watt
Aluminium Die Casting
1P40

> 50,000 Hours
55-60mA

>80

95-110%
Diffused

LM80, L70, LM79

Residential, Office, C

Case Lot
Colour Temprature

cial

LED Flat Panel KIFPLO1-28W 28W 600 600 11 CW/WW/NW 04
LED Flat Panel KIFPLO1-36W 36W 600 600 11 CW/WW/NW 04
LED Flat Panel KIFPLO1-48W 48W 600 600 11 CW/WW/NW 04

Description Specification

LED Make & Type Osram Duris - E5

Total LED Power 38W

Total System Power 45W

Power Efficiency 85%
Luminous Efficiency 114 Im/W
Initial Luminous Flux 4350Im

Lux Level 1mtr-950lux, 2mtr-300lux, 3mtr-200lux
CRI 85

Color Temperature 6000

Beam Angle 120 degree
Input Voltage range 120V-277V
Frequency Range 50Hz-60Hz
Power Factor (PF) 0.9
Operating Environment -4°to +50° C

Product Type Model No.

Indirect LED Optical Luminaire KIBPLO3-36W

LED Flat Panel

Dimensions (mm)
Total Wattage
C

36W 595 595 100

Case Lot

Colour Temprature

CW/WW /NW o1

LED Backlite Panel

Description Specifications

LED Type 2835

Total LED Power 38W

Total System Power 45W

Power Efficiency 85%
Luminous Efficiency 115 Im/W
Initial Luminous Flux 4350Im

Lux Level 1mtr-950lux, 2mtr-300lux, 3mtr-200lux
CRI 75

Color Temperature 6000

Beam Angle 120 degree
Input Voltage range 120V-277V
Frequency Range 50Hz-60Hz
Power Factor (PF) 0.9
Operating Environment -4° to +50° C

Dimensions (mm)

Product Type Model No. Total Wattage Case Lot
c Colour Temprature

LED Backlite Panel KIBPLOT-30W 30w 595 505 50 CW/WW/NW 02

LED Backlite Panel KIBPLO1-36W 36W 593 595 50 CW/WW/NW 02

LED Backlite Panel KIBPLO1-45W 45W 595 595 50 CW/WW/NW 02

2

\

~

LED Backlite Panel

Model No.

Product Type

Total Wattage

Description Specification

LED Make & Type
Total LED Power
Total System Power
Power Efficiency
Luminous Efficiency
Initial Luminous Flux
Lux Level

CRI

Color Temperature
Beam Angle

Input Voltage range
Frequency Range
Power Factor (PF)

Operating Environment

Dimensions (mm)

C Colour Temprature

Osram Duris - E5
38W

45W

85%

114 Im/W
4350Im
1mtr-950lux, 2mtr-300lux, 3mtr-200lux
85

6000

120 degree
120V-277V
50Hz-60Hz

0.9

-4°to +50° C

Case Lot

LED Backlite Panel KIBPLO2-30W kl0%% 595 595 50 CW/WW/NW 02
LED Backlite Panel KIBPLO2-36W 36W 595 595 50 CW/WW/NW 02
LED Backlite Panel KIBPLO2-45W 45W 595 595 50 CW/WW/NW 02

LED LIGHTING SERIES



LED LIGHTING SERIES

LED Street Light

Axial Curve
1800

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection
Distribution
Certicates

Application

SMD, High Power
40W-150W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%

110 Lumen/Watt
Aluminium Die Casting
Ip65

> 50,000 Hours
600-650mA

>80

95-110%, 4KV Surge Protection
60Deg-150Deg
LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor
Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection

[ == C0-C180 [ = (C90-C270

SMD, High Power
10W-200W
90-285VAC,50Hz
2700K-6500K
-20to +50 C
>.95

> 85%

110 Lumen/Watt

Aluminium Die Casting

Ip65

> 50,000 Hours
600-650mA
>80

95-110%, 4KV Surge Protection

60Deg-150Deg
LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

Axial Curve

2104 1500 Model No. Total Wattage lengjiy \ETLE Colours
(mm) (mm)
KISL1-40W 40W 200 120 CW/WW /NW
2400 / \ 1200 kis11-45W 45W 200 120 CW/WW/NW
,’ ‘\ KISLT-50W 50W 200 120 CW/WW /NW
"‘ “‘ KISLT-60W 60W 220 180 CW/WW/NW
27000 ) ’ 90CKISL1-70W 70W 220 180 CW/WW /NW
RS |
"'f‘ 3 \”Q.. KISL1-80W 80W 220 180 CW/WW/NW
““”. i “' - KISL1-90W 90w 240 190 CW/WW /NW
NS
3000 Q 786 \ " o0 KISL1-100W 100W 240 190 CW/WW /NW
Tl S~
N e ", KISL1-110W 110w 240 190 CW/WW/NW
Vo KISLT-120W 120W 300 200 CW/WW/NW
3300 <300
S KISL1-150W 150W 300 200 CW/WW/NW
Vertical beam 141.6° Horizontal beam 84.8°

Distribution

Certicates

Application

LED Street Li
treet Light
Model No. Total Wattage L(er:i')h mi’;‘ Gallene
KISL2-10W ow 260 135 CW/WW/NwW
KISL2-15W 15W 260 135 CW/WW/NW
KISL2-20W 20W 260 135 CW/WW/NW
KISL2-25W 25W 400 230 CW/WW/NwW
KISL2-30W 30W 400 230 CW/WW/NW
KISL2-40W 40W 400 230 CW/WW/NW
KISL2-45W 45W 400 230 CW/WW/NwW
KISL2-50W 50w 400 230 CW/WW/NW
KISL2-60W 60W 450 210 CW/WW/NW
KISL2-70W 70W 450 180 CW/WW/NW
KISL2-80W 80W 450 180 CW/WW/Nw 27000
KISL2-90W oW 530 300 CW/WW/NW
KISL2-100W 100W 530 300 CW/WW/NW
KISL2-110W 110W 530 300 CW/WW/NwW
KISL2-120W 120W 530 300 CW/WW/NW
KISL2-150W 150W 530 300 CW/WW/NW
KISL2-180W 180W - - CW/WW/NwW
Vertical beam

KISL2-200W 200W - - CW/WW/NW

141.6° Horizontal beam
[¥ = (C0-C180 [ = (C90-C270

LED LIGHTING SERIES



LED LIGHTING SERIES

Model No.

Dimensions (mm)

Total Wattage

B

Colours

Street Light luminaires with induction lamp

Dimensions (mm)
Model No. Total Wattage
)

KISL8-80W

Colours

CW/WW /NW

KISL3-12W 12W 345 155 50 CW/WW/NW
KISL3-15W 15w 345 185 50 CW/WW/NW
KISL3-20W 20W 345 155 50 CW/WW/NW

KISL8-120W

CW/WW/NW

Model No.

Dimensions (mm)

Total Wattage

B

Colours

Street Light luminaires with induction lamp

Dimensions (mm)
Model No. Total Wattage
)

KISL9-80W

Colours

CW/WW /NW

KISL4-18W 18W 358 200 70 CW/WW/NW
KISL4-24W 24W 358 200 70 CW/WW/NW
KISL4-30W 30w 358 200 70 CW/WW/NW

KISL9-150W

CW/WW /NW

Dimensions (mm)

Total Wattage

B

Colours

Street Light luminaires with induction lamp

Dimensions (mm)
Model No. Total Wattage
B

KISL10-150W

Colours

CW/WW/NW

KISL5-18W 18W 358 200 70 CW/WW/NW
KISL5-24W 24W 358 200 70 CW/WW/NW
KISL5-30W 30w 358 200 70 CW/WW/NW

KISL10-250W

CW/WW/NW

Model No.

KISL6-10W

Dimensions (mm)

Total Wattage

B

10w 340 95

60

Colours

CW/WW/NW

KISL6-20W

20w 390 135

65

CW/WW /NW

Street Light luminaires with induction lamp

Dimensions (mm)
Model No. Total Wattage
)

KISL11-150W

Colours

CW/WW /NW

Model No.

KISL7-60W

Dimensions (mm)

Total Wattage

B

60W 721 311

127

Colours

CW/WW/NW

KISL11-400W

CW/WW,/NW

KISL7-100W

100W 725 280

80

CW/WW /NW

Street Light luminaires with induction lamp

Dimensions (mm)
Model No. Total Wattage
)

KISL12-70W

Colours

CW/WW /NW

KISL12-150W

CW/WW /NW

LED LIGHTING SERIES



LED LIGHTING SERIES

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection

Distribution

Certicates

Application

LED Floodlight

Total Wattage L::if)h Colours
KIFLT-60W 60W 340 210 CW/WW/NW
KIFLT-80W 80W 340 210 CW/WW/NW
KIFLT-100W 100W 400 230 CW/WW/NW
KIFLT-120W 120W 400 230 CW/WW/NW
KIFLT-150W 150W 530 300 CW/WW/NW
KIFLT-180W 180W 530 300 CW/WW/NW
KIFLT-190W 190W - - CW/WW/NW
KIFLT-220W 220W - - CW/WW/NW

Specifications

Osram

SMD, High Power
40W-120W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%

110 Lumen/Watt
Aluminium Die Casting
Ip65

> 50,000 Hours
600-650mA

>80

95-110%, 4KV Surge Protection
60Deg-150Deg
LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

Axial Curve

1332° Horizontal beam 12540
[V &= C0-CI50 [ @ (90-C270

Description

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor
Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current
CRI

Overload Protection

Distribution
Certicates

Application

LED Floodlight

Total Wattage

KIFL2-30W 30w
KIFL2-40W 40W
KIFL2-50W 50w
KIFL2-60W 60W
KIFL2-70W 70W
KIFL2-80W 8owW
KIFL2-90W oW
KIFL2-100W 100W

Vertical beam

[V e»C0-CI80 [ @mC90-C270

Length
(mm)

140

140

140

325

325

325

325

325

Specifications

Citizen

COB, High Power
40W-120W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%, Meanwell Driver
110 Lumen/Watt
Aluminium Die Casting
Ip65

> 50,000 Hours
300ma-2A

>80

95-110%, 4KV Surge Protection
60Deg-150Deg

LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

Axial Curve

1332° Horizontal beam 12540

Colours
210 CW/WW /NW
210 CW/WW/NW
210 CW/WW /NW
240 CW/WW/NW
240 CW/WW/NW
240 CW/WW /NW
240 CW/WW /NW
240 CW/WW/NW

LED LIGHTING SERIES



LED LIGHTING SERIES

Model No.

KIFL3-10W

KIFL3-20W

KIFL3-30W

KIFL3-40W

KIFL3-45W

KIFL3-50W

KIFL3-60W

KIFL3-70W

KIFL3-80W

KIFL3-90W

KIFL3-100W

KIFL3-120W

KIFL3-150W

KIFL3-180W

KIFL3-200W

Total Wattage

now

20W

30w

40w

45W

50w

60w

70W

sow

ow

100W

120W

150w

180W

200w

LED Floodlight

Length
(mm)

15

15

189

225

225

225

240

240

240

240

240

290

290

371

371

Width
(mm)

90

90

140

185

185

185

236

236

236

236

236

232

232

291

291

LED Make
LED Type

Power

Input

Color Temperature
Working Temp.

Power Factor

Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

LED Operating Current

CRI

Overload Protection
Distribution
Certicates

Application

Colours

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

CW/WW/NW

Citizen

COB, High Power
10W-200W
90-285VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%, Meanwell Driver
110 Lumen/Watt
Aluminium Die Casting
Ip65

> 50,000 Hours
300ma-2A

>80

95-110%, 4KV Surge Protection
60Deg-150Deg

LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

Axial Curve

Vertical beam 1332° Horizontal beam 12540
[V &= C0-CI50 [ @ (90-C270

LED Floodlight

KIFL4-140-10W

KIFL4-220-30W

KIFL4-280-50W

KIFL4-330-80W

KIFL4-330-100W

KIFL4-390-120W

KIFL4-390-150W

KIFL4-390-180W

KIFL4-390-240W

KIFL4-390-280W

KIFL4-390-310W

KIFL4-390-360W

Total Wattage

10w

30w

50w

8ow

100w

120W

150w

180W

240W

280W

310W

360W

145

217

290

335

335

345

400

400

530

530

610

610

128

174

203

245

245

245

298

298

305

LED Make

LED Type

Power

Input

Color Temperature
Working Temp.
Power Factor
Driver Efficiency
Lumen Efficiency
Luminaries Material
Ingress Protection
Working Life

CRI

Surge Protection
Distribution
Certicates

Application

Colours

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW /NW

CW/WW/NW

CW/WW /NW

CW/WW/NW

Vertical beam

Samsung

High Power LED
10W-360W
100-277VAC,50Hz
2700K-6500K

-20to +50 C

>.95

> 85%, Meanwell Driver
100 Lumen/Watt
Aluminium Die Casting
Ip66

> 50,000 Hours

>80

5KV

60Deg-150Deg
LM80, L70, LM79

Factories, Stadiums, Compounds, Housing Soc.

Axial Curve

1332° Horizontal beam 12540
[V &= C0-CI80 7 @®C90-C270

LED LIGHTING SERIES



KALINGIA ILLUMINATION KALINGIA ILLUMINATION

Product Feat
roduct Features Product Features

* Riveting fin heat pipe cooling technology, quickly reduces

the temperature of the light source * Riveting fin heat pipe cooling technology, quickly reduces

60°.90° 120°b ol " bl the temperature of the light source
. °,90°, 120° beam angle aluminum reflector available o o .
e ° e 60°,90°, 120" beam angle aluminum reflector available
» Simplicity Outlooking Designing of lamp body o . L
* Simplicity Outlooking Designing of lamp body

*  Maximum heat dissipation area and sufficient volume . L .
*  Maximum heat dissipation area and sufficient volume

i
D ratio ratio %2,
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) LED Highbay 80W /120W 3 LED Highbay 400W m m 2 O
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a) | e a)
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Model No. - KIHBLF-150W
Product Features
* Riveting fin heat pipe cooling technology, quickly reduces L . . .
the temperature of the light source e Riveting fin heat pipe cooling technology, quickly reduces
the temperature of the light source
e 60°,90° 120° beam angle aluminum reflector available . . . .
e 60°,90°, 120" beam angle aluminum reflector available
* Simplicity Outlooking Designing of lamp body L . L
* Simplicity Outlooking Designing of lamp body
*  Maximum heat dissipation area and sufficient volume . L .
ratio *  Maximum heat dissipation area and sufficient volume
ratio
— k —
21 \ 22

T 547

595

LED Highbay 150W /200W LED Highbay 240W /300W
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KALINGIA ILLUMINATION

*  Weatherproof injection moulded luminaire suitable for 10W,
20W & 25W.

e Polycarbonate housing in grey finish.

e high impact UV stabilized polycarbonate diffuser with glare
control reeded lines.

e Extrudedsilicon gasket for better IP.
¢ CRCA powder coated gear tray in epoxy coated white finish.
¢ Polycarbonate or stainless steel toggles.

e Supplied with mounting accessories for surface/pendant
mounting.

* Ingress protection IP65

Applications : Suitable for Waterfront areas, wet rooms, public
baths, underground car parks, security lighting, wineries, dairies,
railway stations & construction sites, etc.

LED Weatherproof Fixture

. (S— |
==

LED LIGHTING SERIES

Model Wattage LED Led Quantity Lumen CRI Range Length Width Height Al A2 Clips
KIWP-LED10 10W SMD2835 49 800Im >80 T8-18W*1 655 89 92 420 530 6
KIWP-LED20 20W SMD2835 98 1600Im >80 T8-36W*1 1265 89 92 900 1010 10
KIWP-LED25 25W SMD2835 126 2000Im >80 T8-58W*1 1565 89 92 1000 1110 12

*  Weatherproof injection moulded luminaire suitable for 10W,
20W & 25W.

¢ Polycarbonate housing in grey finish.

e high impact UV stabilized polycarbonate diffuser with glare
control reeded lines.

e Extrudedsilicon gasket for better IP.
¢ CRCA powder coated gear tray in epoxy coated white finish.
¢ Polycarbonate or stainless steel toggles.

e Supplied with mounting accessories for surface/pendant
mounting.

e Ingress protection IP65

Applications : Suitable for Waterfront areas, wet rooms, public
baths, underground car parks, security lighting, wineries, dairies,
railway stations & construction sites, etc.

LED Weatherproof Fixture

. (( . \
)) H

N

J

Model Wattage LED Led Quanti Lumen CRI Range Length Al A2

KIWP-LED10 20W SMD2835 98 1600Im >80 T8-18W*2 655 130 92 420 530 6
KIWP-LED40 40w SMD2835 196 3200Im >80 T8-36W*2 1265 130 92 900 1010 10
KIWP-LED50 50w SMD2835 252 4000Im >80 T8-58W*2 1565 130 92 1000 1110 12

KIBL-13503
Measurement 124x148x220
Diffuser Opal HIPP
Specification LED 6W/480Im
Voltage 220-240
\ KIBL-13301 J
Measurement 190x230x245
Diffuser Opal HIPP

Specification

Voltage

E27 /Max. 18W
220-240

-

N

KIBL-13401

J

Measurement
Diffuser
Specification

Voltage

Dia 260x500/700 mm
Opal HIPP

LED 7W/560Im
220-240

N

KIBL-13502-600

Measurement

Diffuser

Specification

200x122x600

Opal HIPP
LED 6W/480Im

\ KIBL-15102-500/700 J

Measurement

Diffuser

Specification

165x193x500x700

PC
LED 3.6W/270Im

Voltage 220-240 Voltage 220-240
\ KIBL-13303-300 J \ KIBL-13303-600 J
Measurement 190x190x300 Measurement 190x190x600
Diffuser Opal HIPP Diffuser Opal HIPP

Specification

Voltage

E27 /Max. 18W
220-240

Specification

Voltage

-

\ KIBL-13402-500,/750/1000 J

E27 /Max. 18W
220-240

-

Measurement
Diffuser
Specification

Voltage

Dia 260x500/700/1000 mm

Opal HIPP
LED 7W/560Im
220-240

\ KIBL-15401-300,/500/700 J

Measurement
Diffuser
Specification

Voltage

Dia 200x300/500/7000 mm
Opal HIPP

LED 6W/480Im

220-240

LED LIGHTING SERIES
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Material : Aluminum Alloy; Diffuser PC
Lighting : LED or Gx53 Lamp Holder
Color Temp : 2700~6500K

Wattage : LED 6W/ Gx53-11W
Height Option 200/500/800 MM
Protection : IP54

KIBL-12507 KIBL-12503 KIBL-12508

Description Specification

Material : Aluminum alloy; Diffuser PC
Lighting : LED

Color Temp : 2700~6500K

Wattage s 6W/12W

Height Option 200/250 MM

Protection : Ipé5

KIBL-11206

KIBL-11207 KIBL-11205

Description Specification

Aluminum Extruded Section; Die

Matericl Casting Aluminum; Diffuser PC
Lighting : LED

Color Temp : 2700~6500K

Wattage : LED-8W

Height Option 200/500/800 MM

Protection : lp54

KIBL-12603 KIBL-12604

Material . Aluminum Extruded Section; Die
casting Aluminum; diffuser PC

Lighting : LED

Color Temp : 2700~6500K

Wattage : LED 8W

Height Option : 300/500/800 MM

Protection : IP54

KIBL-12303 KIBL-12302 KIBL-12301

Description Specification

Material : Aluminum Alloy; diffuser PC | -

Lighting : E27 or B22 Holder

Wattage : ESL 23W Max. .

Height Option 250/300/500/800 MM

Protection : P54 KIBL-11307
KIBL-11305

Description Specification

Aluminum Extruded Section; Die

Material casting Aluminum; diffuser PC
Lighting : LED

Color Temp : 2700~6500K

Wattage : LED 8W

Height Option 200/500/800 MM
Protection : IP54

KIBL-12305 KIBL-12304 KIBL-12307

LED LIGHTING SERIES
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Description Specification

KIBL-12602

Material : Aluminum Alloy; Diffuser PC
Lighting : LED or Gx53 Lamp Holder
Color Temp : 2700~6500K

Wattage : LED 6W/ Gx53-11W
Height Option : 250/300/500/800 MM
Protection : IP54

KIBL-12601

Description Specification

Material Aluminum alloy; Diffuser PC
Lighting LED or Gx53 Lamp Holder
Color Temp 2700~6500K

Wattage LED 6W/ Gx53-11W
Height Option 300/500/800 MM
Protection Ip54

KIBL-12101

KIBL-12104

Description Specification

Aluminum Extruded section; die

Matericl Casting Aluminum; Diffuser PC
Lighting : LED

Color Temp : 2700~6500K

Wattage i 6W/12W

Height Option : 200/250 MM

Protection ¢ Ipb5

KIBL-12201 KIBL-12202 KIBL-12203

KIBL-11408

Description Specification

Material Aluminum Alloy; Diffuser PC
Lighting E27 or B22 Lamp Holder
Wattage ESL 23W Max
Height Option 250/300/500/800 MM
Protection Ip44
KIBL-11406
Description Specification
Material Aluminum Die Cast; Extrusion
Lighting LED or Gx53 Lamp Holder
Color Temp 2700~6500K
Wattage 6W/Gx53-11W
Height Option 300/500/800 MM
Protection Ip54
KIBL-11704
Description Specification
Material Aluminum Die Casting; Aluminum
aterta Extrusion; Diffuser PC
Lighting : LED
Wattage : LED 6W
KIBL-11704 Height Option 200/300/500,/800 MM
Protection : Ip54
KIBL-11704

LED LIGHTING SERIES
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INDOOR LIGHTING SERIES

Surface /Pendent Mounting CRCA Box type Slim Luminaire

Model Lamp Ty Case Lot
KIIBO1-114LPF 1x14W FTL 16
KIIBO1-120LPF 1x18/20W FTL 16
KIIBO1-136LPF 1x36/40W FTL 16
KIIBO1-136HPF 1x36/40W FTL 16
KIIBO1-236LPF 2x36/40W FTL 16
KIIBO1-236HPF 2x36/40W FTL 16

CRCA sheet Steel housing box type fitting complete with electronic ballast.

Surface /Pendent Mounting CRCA Box type Luminaire

Model Lamp Type Case Lot
KlIBO2-128 1x28W T5 16
KllB02-228 2x28W T5 16

CRCA sheet Steel housing box type fitting complete with high frequency electronic ballast having THD>30%.

Surface /Pendent Mounting CRCA Box type Luminiare

Model Total Wattage Case Lot
KIIBO3-136 1x36/40W FTL 16
KIIBO3-236 2x36/40W FTL 16

CRCA sheet Steel housing box type fitting complete with electromagnetic ballast, power factor improvement
capacitor and starter.

Surface /Pendent Mounting CRCA Industrial Shed Luminiare

Model No. Lamp Type Case Lot
KIIBO4-214W 2x14W T5 16
KlIBO4-220W 2x20W T5 16
KIIBO4-128W 1x28W T5 16
KlIBO4-228W 2x28W T5 16
KIIBO4-136W 1x36W T5 12
KIIBO4-236W 2x36W T5 12

CRCA sheet steel housing box type fitting complete with white powder coated industrial shed. Pre wired with high frequency electronic ballast
having THD> 30%. Available with Electromagnetic ballast also. Suitable for 19mm conduit suspension and 2 nos. 605mm dia holes for surface
Also ilable with pre anolised aluminum sheet reflector on request.

Surface /Pendent Mounting CRCA Industrial Highbay

Model No. Lamp Type Case Lot
KIIBO5-414W 4x14W T5 02
KIIBO5-424W 4x24W T5 02
KIIBO5-428W 4x28W T5 02
KIIBO5-436W 4x36W T8 02
KIIBO5-454W 4x54W T5 02

Domestic Mirolta box type luminaire with decorative plastic
endcaps

Model Lamp Type Case Lot

KIDBO1-114 1x14W T5

KIDBO1-120 1x20W T8

KIDBO1-128 1x28W T5

KIDBO1-136 1x36W T8

Domestic mirror light with diffuser and decorative plastic
endcaps

Model Lamp Type Case Lot

KIDBO2-114 1x14W T5

KIDB02-120 1x20W T8

KIDB02-128 1x28W T5

KIDB02-136 1x36W T8

Surface Mounted Luminaire with Opel Acrylic cover

Model No. Lamp Type Case Lot

KIDBO3-128 1x28W T5 10

KIDB03-228 2x28W T5 08

KIDB0O3-136 1x36W T8 10

KIDB03-236 2x36W T8 08

Surface mounted commercial luminaire svitable for 2x18W /36W FTL and 1x36W FTL lamps with opal acrylic cover, CRCA sheet steel housing
coated in white finish, Opal acrylic cover for glare free lighting, Plastic end cap in black finish. Pre wired with open construction copper ballast
or electronic ballast complete with all accessories. Mounting on surface with the help of clear holes or suspended with help of chain. Ingress
protection IP20

Surface type CRCA sheet steel housing mirror light with serreted
aluminium reflector and decorative engineering plastic endcaps

Model Lamp Type Case Lot

KICRO1-211 2x11W CFL 08

KICRO1-218 2x18W CFL 08

KICRO1-228 2x28W T5 04

KICRO1-236 2x36W T8 04

Decorative Mirror Optic with Opel Acrylic cover

Model No. Lamp Type Case Lot

KICRO2-314PRM 3x14W T5 02

KICRO2-414PRM 4x14W T5 02

KICRO2-236PRM 2x36W CFL 02

KICR0O2-336PRM 3x36W CFL 02

Recess mounted commercial luminaire suitable for 3x14W/4x14W, 2x36W CFL/3x36W CFL, 2x11/18W CFL with
prismatic(PRM)/Opal(OPA) acrylic cover, CRCA sheet steel housing powder coated in white finish with presmatic/opal acrylic cover, pre wired
with magnetic/electrocnic ballast upto terminal block, replace ‘PRM’ prismatic cover with ‘OPA' for opal acrylic cover.

INDOOR LIGHTING SERIES
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Dimensions (mm)

Product Type Model No. Lamp Type Case Lot
© Cut out

Mirror Optic 4x18 KICRO3-418SR 4x18W FTL 595 595 50 570x570 02

Mirror Optic 4x18 KICRO3-418PR 4x18W FTL 595 595 50 570x570 02

Recess mounted commercial luminaire suitable for 4x18W FTL lamps with serrated /parabolic reflector system. CRCA sheet
steel housing powder coated in white finish. Bright anodised aluminium reflector with serrated cross louvers. Pre wired with
open construction copper ballast or electronic ballast complete with all accessories. Engineering plastic lamp holder cups in
white finish. Mounting with the help of four no of chains in Gypsum or POP ceiling. Ingress Protection Ip20. Replace ‘SR’ serrated
reflector with ‘PR’ for parabolic reflector.

Dimensions (mm)

Product Type Model No. Lamp Type Case Lot
(@ Cut out

Mirror Optic 2x36 KICRO4-236 2x36W PLL 595 595 50 570x570 02

Mirror Optic 3x36 KICRO4-336 3x36W PLL 595 595 50 570x570 02

Recess mounted commercial luminaire suitable for 2x36W /3x36W CFL lamps with P5 paralite reflector system. CRCA sheet
steel housing powder coated in white finish. CRCA sheet steel perforated cover powder coated in white finish with paralite p5
louvers. Bright anodised aluminium reflector. Pre wired with open construction copper ballast or electronic ballast complete with
all accessories. Mounting with the help of four no of chains in Gypsum or POP ceiling. Ingress Protection IP20.

Dimensions (mm)

Product Type Model No. Lamp Type Case Lot
© Cut out

Mirror Optic 3x14 KICRO5-314 3x14W T5 595 595 50 570x570 02

Mirror Optic 3x24 KICRO5-324 3x24W T5 595 595 50 570x570 02

Mirror Optic 4x14 KICRO5-414 4x14W T5 595 595 50 570x570 02

Mirror Optic 4x24 KICRO5-424 4x24W T5 595 595 50 570x570 02

Recess mounted commercial luminaire svitable for 3x14W T5 and 4x14W T5 lamps with serrated /parabolic reflector system. CRCA sheet steel housing powder
coated in white finish. Bright anodised aluminium reflector with the parabolic cross louvers. Pre wired with electronic ballast complete with all accessories. White
perforated spacers are inserted between louvers for better aesthetics. Mounting with the help of four no of chains in Gypsum or POP ceiling. Ingress Protection
1p20. Replace ‘SR’ serrated reflector with ‘PR’ for parabolic reflector.

Dimensions (mm)

Product Type Lamp Type Case Lot
© Cut out

Soft Light 2x36 KICR06-236 2x36W CFL 595 595 125 570x570 02

Recess mounting decorative luminaire, housing made up of CRCA sheet steel, epoxy powder coated white after phosphochromate treatment, optics assembly made
up white powder coated perforated reflector with precised round holes ensuring comfortable & relaxing glare free illumination offering soft-light. Pre wired with
open construction copper wound ferromagnetic ballast /electronic ballast upto terminal block .

Dimensions (mm)

Product Type Lamp Type Case Lot

© Cut out
Soft Light 2x36 KICRO7-236 2x36W CFL 595 595 125 570x570 02
Recess mounting decorative luminaire, housing made up of CRCA sheet steel, epoxy powder coated white after phosphochromate tr optic bly made

up white powder coated reflector with specially | precision injection i square type i P5 paralite louver. Pre wired with open construction
copper wound ferromagnetic ballast/electronic ballast upto terminal block. Opetion of high frequency electronic ballast (THD<33%) or digital ballast
(THD<10%) available on request.

For 55W FPLhigh frequency electronic ballast (THD<10%) used as standard.

Dimensions (mm)
Product Type Lamp Type Case Lot
B C Cut out

Decorative Wings 2x36 KICRO8-236 2x36W CFL 595 595 80 570x570

Recess mounting decorated mirror optic luminaire suitable for 2x36W FP-L, housing made of CRCA sheet steel, powder coated white after phosphochromate
treatment, for better optics louvers & side reflectors are made of pre-anodised aluminium. The blue tinge translucent reflectors given on both the sides and
decorative side caps are made up of engineering plastic, Pre wired with open construction magnetic ballast/electrocnic ballast upto terminal block.

Dimensions (mm)
Product Type Model No. Lamp Type Case Lot
B C Cut out

Decorative mirror optic FTL ~ KICR0O9-228SR 2x28W T5 595 80 570x570

Decorative mirror optic FTL ~ KICR09-236SR 2x36W T8 595 80 570x570

Recess mounting decorative luminaire with perforated round mesh suitable for 2x28/36W, housing made of CRCA sheet steel,
epoxy powder coated white after phosphochromate treatment, optics assembly made up of white powder coated perforated
reflector with precised round holes combined with high purity pre anodised parabolic reflector, pre wired with open
construction copper wound magnetic/electronic ballast upto terminal block. Replace ‘SR’ serrated reflector with ‘PR’ for
parabolic reflector.

Dimensions (mm)
Product Type Model No. Lamp Type Case Lot
B C Cut out

Decorative mirror optic CFL KICR10-211 2x11W CFL 570x570

Decorative mirror optic CFL KICR10-218 2x18W CFL 570x570

Decorative mirror optic CFL ~ KICR10-236 2x36W CFL 570x570

Recess mounted commercial luminaire svitable for 2x11W/18W /36W CFL lamps with serrated /parabolic reflector system. CRCA sheet steel
housing powder coated in white finish. Bright anodised aluminium reflector with serrated cross louvers. Pre wired with open constrcution copper
ballast or electronic ballast complete with all accessories. Mounting with the help of four no of chains in Gypsum or POP ceiling. Ingress Protection
1p20. Replace ‘SR’ serrated reflector with ‘PR’ for parabolic reflector.

Dimensions (mm)
Product Type Lamp Type Case Lot
B C Cut out

Surface Pendant Mirror Optic KICR11-228 2x28W T5 1195 260 65

Surface Pendant Mirror Optic KICR11-236 2x36W T8 1250 260 65

Surface mounted commercial luminaire suitable for 2x36W FTL and 2x28W T5 lamps with serrated /parabolic reflector system, housing made up of
CRCA sheet steel powder coated in white finish, bright anodised aluminium reflector with serrated cross louvers, end caps of engineering plastic in
white finish, pre wired with open construction copper ballast or electronic ballast plete with all ies. M ing on surface with the help of
four no of clear holes or suspended with the help of chain, ingress protection Ip20, replace ‘SR’ serrated reflector with ‘PR’ for parabolic reflector.

Dimensions (mm)
Product Type Lamp Type Case Lot
B C Cut out

Surface Pendant Mirror Optic KICR12-228 2x28W T5 1200

Surface Pendant Mirror Optic KICR12-236 2x36W T8 1240

Surface mounted commercial luminaire suitable for 2x36W FTL and 2x28W T5 lamps with serrated /parabolic reflector system, housing made up of
CRCA sheet steel powder coated in white finish, bright anodised aluminium reflector with serrated cross louvers, end caps of engineering plastic in
white finish, pre wired with open construction copper ballast or electronic ballast I M

with all ies. ing on surface with the help of
four no of clear holes or suspended with the help of chain, ingress protection Ip20, replace ‘SR’ serrated reflector with ‘PR’ for parabolic reflector.

INDOOR LIGHTING SERIES



Recess mounted bottom opening stainless steel / powder coated
frame cleanroom luminaire suitable for 2x18W/36W and
3x36W CFL lamps, CRCA sheet steel housing in powder coated
white finish, Bottom frame has clear acrylic fixed to stainless
steel /powder coated frame with double sided gasket and silicon
glue, Bright anodised aluminium reflector for better illuminination,
EPDM gasketting for better ingress protection, Loss proof SS screws
used for fixing the bottom frame to the housing, Pre wired with
open construction copper ballast, power factor improved
capacitor & starter. Available with electronic ballast, Mounted to
ceiling RCC slab by chain suspension on upper ceiling. Special
mounting systems provided for walking ceilings on request. Ingress
protection Ip65. Replace ‘SS’ for stainless steel with ‘PC’ for
powder coated bottom frame.

Applications : Pharmaceutical plants, Food processing plants,

Recess mounted top opening stainless steel frame /powder coated
cleanroom luminaire for 2x18W/36W and 3x36W CFL lamps,
CRCA sheet steel housing in powder coated white finish, Bottom
frame has clear acrylic fixed to stainless steel frame/powder
coated with double sided gasket and silicon glue, Bright anodised
aluminium reflector for better illuminination, EPDM gasketting for
better IP, Loss proof SS screws used for fixing the bottom frame to
the housing, Pre wired with open construction copper ballast, power
factor improved capacitor & starter. Available with electronic
ballast, The heavy duty clamps are to be fixed on the top of the
walkover ceiling with the help of screws/bolt. The luminaire is
fitted to these clamps with bolts, the adjustable height arrangement
is provided for proper sealing. Ingress protection Ip65. Replace
‘SS’ for stainless steel with ‘PC’ for powder coated bottom frame.

Applications : Pharmaceutical plants, Food processing plants,

Cleanroom

Bottling plants, Tea packaging, Electronic component mgr. plant,
other clean room plants, etc.

Bottling plants, Tea packaging, Electronic component mgr. plant,
other clean room plants, etc.

Cleanroom

INDOOR LIGHTING SERIES

Dimensions (mm)

Product Type Model No. Lamp Type Case Lot Product Type Model No. Lamp Type Case Lot
C Cut out C Cut out

Cleanroom Luminaires KLC(:; 1553.3\228 2x18W CFL 595 595 50 570x570 04 Cleanroom Luminaires K:,%?]Sg-iés 2x18W CFL 595 595 50 570x570 04

Cleanroom Luminaires KL%? ]sss-igé 2x36W CFL 595 595 50 570x570 02 Cleanroom Luminaires K.II%R'ISZ-igé 2x36W CFL 595 595 50 570x570 02

Cleanroom Luminaires e 3x36W CFL 595 595 50 570x570 02 Cleanroom Luminaires eR e 3x36W CFL 595 595 50 570x570 02

Cleanroom Luminaires KR s e 3x14W T5 595 595 50 570x570 02 Cleanroom Luminaires KeR 7314 3x14W T5 595 595 50 570x570 02

Cleanroom Luminaires KL%E 1555-224 4x14W T5 595 595 50 570x570 02 Cleanroom Luminaires K.II%NSZ-ié‘t 4x14W T5 595 595 50 570x570 02

Cleanroom

Recess mounted bottom opening stainless steel / powder coated
frame cleanroom luminaire suitable for 2x18W /36W FTL lamps,
CRCA sheet steel housing in powder coated white finish, Bottom
frame has clear acrylic fixed to stainless steel/powder coated
frame with double sided gasket and silicon glue, Bright anodised
aluminium reflector for better illuminination, EPDM gasketting for
better ingress protection, Loss proof SS screws used for fixing the
bottom frame to the housing, Pre wired with open construction
copper ballast, power factor improved capacitor & starter.
Available with electronic ballast, Mounted to ceiling RCC slab by
chain suspension on upper ceiling. Special mounting systems
provided for walking ceilings on request. Ingress protection Ipé5.
Replace ‘SS’ for stainless steel with ‘PC’ for powder coated bottom
frame.

Applications : Pharmaceutical plants, Food processing plants,
Bottling plants, Tea packaging, Electronic component mgr. plant,

Dimensions (mm)

Cleanroom

Recess mounted top opening stainless steel/powder coated frame
cleanroom luminaire for 2x18W/36W FTL lamps, CRCA sheet
steel housing in powder coated white finish, Bottom frame has clear
acrylic fixed to stainless steel/powder coated frame with double
sided gasket and silicon glue, Bright anodised aluminium reflector
for better illuminination, EPDM gasketting for better IP, Loss proof
SS screws used for fixing the bottom frame to the housing, Pre wired
with open construction copper ballast, power factor improved
capacitor & starter. Available with electronic ballast, The heavy
duty clamps are to be fixed on the top of the walkover ceiling with
the help of screws/bolt. The luminaire is fitted to these clamps with
bolts, the adjustable height arrangement is provided for proper
sealing. Ingress protection Ip65. Replace ‘SS’ for stainless steel
with ‘PC’ for powder coated bottom frame.

Applications : Pharmaceutical plants, Food processing plants,
Bottling plants, Tea packaging, Electronic component mgr. plant,

INDOOR LIGHTING SERIES

— —
other clean room plants, etc. other clean room plants, etc.
— Dimensions (mm) Dimensions (mm) —
Product Type Model No. Lamp Type Case Lot Product Type Model No. Lamp Type Case Lot
C Cut out C Cut out
Cleanroom Luminaires KLCOR ]sés-iés 2x28W T5 595 595 50 570x570 02 Cleanroom Luminaires K.II%?'Isg-iéB 2x28W T5 595 595 50 570x570 02
Cleanroom Luminaires KLCOR ]Séé-igé 2x36W T8 595 595 50 570x570 02 Cleanroom Luminaires K:_Col?'lsi;-igé 2x36W T8 595 595 50 570x570 02
Cleanroom Luminaires s 3x36W T8 595 595 50 570x570 02 Cleanroom Luminaires e 3x36W T8 595 595 50 570x570 02
Cleanroom Luminaires KL%E lsés-igA 2x54W T5 595 595 50 570x570 02 Cleanroom Luminaires K:.%zllsg-ig“ 2x54W T5 595 595 50 570x570 02
Cleanroom Luminaires KLCOR ]sés-:g‘t 4x54W T5 595 595 50 570x570 02 Cleanroom Luminaires K.:%ig‘:é“ 4x54W T5 595 595 50 570x570 02




KALINGIA ILLUMINATION

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Highbay KISHO1-150W 150W SV/MH E40 20 Mfd
Highbay KISHO1-250W 250W SV/MH E40 33 Mfd *  Weatherproof injection moulded luminaire suitable for 10W,
20W & 25W.
Highbay KISHO1-400W 400W SV/MH E40 42Mfd
e Polycarbonate housing in grey finish.
¢ high impact UV stabilized polycarbonate diffuser with glare
Integrated highbay luminaire suitable for Ix150W /250W /400W HPSV/MH lamps complete with all accessories. Cast control reeded lines.
aluminium housing and cover in powder coated black finish. Spun aluminium bright anodised aluminium reflector. Detachable «  Extruded silicon gasket for better IP.
gear tray pre wired with heavy duty open construction magnetic copper ballast, power factor improvement capacitor and 9 )
ignitor. Stainless steel toggle for fixing the cover to the housing. Eye bolt with anti vibration rubber bushing with dia 13mm hole *  CRCA powder coated gear tray in epoxy coated white finish.
provided for suspension. Totally enclosed version also available. «  Polycarbonate or stainless steel toggles
»  Supplied with mounting accessories for surface/pendant
mounting.
Product Type Model No. Lamp Type Lamp Holder Capacitor Value * Ingress protection IP65

Highbay KISHO2-150W 150W SV/MH E40 20 Mfd W h f F.
Applications : Suitable for Waterfront areas, wet rooms, public
Highbay KISH02-250W 250W SV/MH E40 33 Mfd e GT e r p roo I XTU re baths, underground car parks, security lighting, wineries, dairies,

railway stations & construction sites, etc.

INDOOR LIGHTING SERIES
INDOOR LIGHTING SERIES

Highbay KISHO02-400W 400W SV/MH E40 42Mfd
Integrated highbay luminaire suitable for Ix150W /250W /400W HPSV /MH lamps complete with all ies. Cast aluminium housing and cover
in powder coated black finish. Spun al bright dised alumi reflector. Detachable gear tray pre wired with heavy duty open
construction magnetic copper ballast, power factor improvement capacitor and ignitor. Stainless steel toggle for fixing the cover to the housing. Eye Model Wattage Length Width Height Al A2 Clips Qnty /ctn H
bolt with anti vibration rubber bushing with dia 13mm hole provided for suspension. Totally enclosed version also available.

KIWP-114 1x14W 610 70 79 400 474 06 20pcs

w
KIWP-128 1x28W 1210 70 79 740 860 10 12pcs
L

Product Type Model No. Lamp Type Lamp Holder Capacitor Value (R0 UG 1510 7 2 D e 12 (2B ; 1 7

KIWP-1 1x36W 12, 12 = g =
Side Mounted Integral Highbay KIWO1-70W 70W SV/MH E27 10 Mfd =g 5SS o8 7 & EC0 EC0 @ e Al

A2
Side Mounted Integral Highbay KlIlw01-80W 80W SV/MH E27 10 Mfd
Side Mounted Integral Highbay KIIWO01-125W 125W SV/MH E27 12Mfd
Integrated  wellglass luminaire suitable for x80W/125W HPMV and Ix70W/150W HPSV/MV lamps complete with all accessories. Cast
aluminium housing and canopy in powder coated grey finish. Heat resistant clear glass with EPDM gasket for better IP. Pre wired with heavy duty
cannister magnetic ballast, power factor improvement capacitor and ignitor. Electro-galvanised MS wire guard. 2 Nos. of MS zinc plated bracket
for surface mounting. Ingress protection IP65. *  Weatherproof injection moulded luminaire suitable for 10W,
20W & 25W.

¢ Polycarbonate housing in grey finish.

e high impact UV stabilized polycarbonate diffuser with glare

Product Type Model No. Lamp Type Lamp Holder Capacitor Value control reeded lines.
Vertical Mounted Integral Highbay KIIW02-70W 70W SV/MH E27 10 Mfd ¢ Extrudedsilicon gasket for better IP.
¢ CRCA powder coated gear tray in epoxy coated white finish.
Vertical Mounted Integral Highbay KIIw02-80W 80W SV/MH E27 10 Mfd
¢ Polycarbonate or stainless steel toggles.
Vertical Mounted Integral Highbay KIIW02-125W 125W SV/MH E27 12Mfd »  Supplied with mounting accessories for surface/pendant
mounting.
Vertical Mounted Integral Highbay KIIW02-150W 150W SV/MH E27 20Mfd

e Ingress protection P65

Integrated  wellglass luminaire suitable for Ix80W /125W HPMV and 1x70W/150W HPSV/MV lamps complete with all

~— accessories. Cast aluminium housing and canopy in powder coated grey finish. Heat resistant clear glass with EPDM gasket for L P L .

better IP. Pre wired with heavy duty magnetic ballast, power factor improvement capacitor and ignitor. Electro-galvanised MS e a 1. e r p ro o I X1.U re ‘:‘P:;I'cq";"s : Su';dble for kwmerfr'c:ml'qrher(']s, we.t fo?ms.dpl:lb_hc
aths, underground car parks, security lighting, wineries, dairies,

wire guard. 2 Nos. of MS zinc plated bracket for surface mounting. Ingress protection IP65. ) . A )
railway stations & construction sites, etc.

— Product Type Model No. Lamp Type Lamp Holder Capacitor Value —
Integral Lowbay KIlLo1-70W 70W SV/MH E27 10 Mfd Model Wattage Length Width Height Al A2 Clips Qnty /ctn H
Integral Lowbay KIILOT-80W 80W HPMV E27 12 Mfd KIWP-214 2x14W 610 106 79 400 474 06 16pcs
Integral Lowbay KILO1-125W 125W HPMV E27 12Mfd KIWP-228 2x28W 1210 106 79 740 860 10 08pcs W
L
Integral Lowbay KIILOT-150W 150W SV/MH Rx7s 20Mmtd KIWP-235 2x35W 1510 106 79 960 1050 12 08pcs
Integrated lowbay luminaire suitable for 1x80/125W HPMYV and Ix70W HPSV/MH and 1x70/150W MH DE lamps. CRCA = ] =
sheet steel housing in powder coated white finish. Heat resistant toughened glass fixed to the housing with help of frame & KIWP-236 2x36W 1258 122 89 900 900 08 08pes Al
toggles. Bright anodised aluminium reflector. Pre wired with heavy duty magnetic ballast, power factor improvement capacitor ‘ A2 ‘

and ignitor. Felt gasket for better IP. Cable entry through knockout. 2 Nos. of ms zinc plated brackets for conduit or surface
mounting.







OUTDOOR LIGHTING SERIES

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Streetlight KISLC3-70W 70W SV/MH E27 10 Mfd
Streetlight KISLC3-150W 150W SV/MH E40 20 Mfd
Streetlight KISLC3-250W 250W SV/MH E40 33 Mfd
Streetlight KISLC3-400W 400W SV/MH E40 42Mfd

Single piece die cast aluminium Ip65 street light luminaire with deep drawn bright anolised POT reflector, toughened glass, complete with ignitor,
power factor improvement capacitor and copper wound magnetic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Streetlight KISLC4-70W 70W SV/MH E27 10 Mfd
Streetlight KISLC4-150W 150W SV/MH E40 20 Mfd
Streetlight KISLC4-250W 250W SV/MH E40 33 Mfd

Single piece die cast aluminium Ip65 street light luminaire with single piece deep drawn bright anolised POT reflector, toughened glass, complete with
ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Streetlight KISLC5-70W 70W SV/MH E27 10 Mfd
Streetlight KISLC5-150W 150W SV/MH E40 20 Mfd
Streetlight KISLC5-250W 250W SV/MH E40 33 Mfd
Streetlight KISLC5-400W 400W SV/MH E40 42Mfd

Single piece die cast aluminium top opening street light luminaire having Ipé6 lamp housing with single piece deep drawn bright anolised POT
reflector, toughened glass, complete with ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Streetlight KISLC6-70W 70W SV/MH E27 10 Mfd
Streetlight KISLC6-150W 150W SV/MH E40 20 Mfd
Streetlight KISLC6-250W 250W SV/MH E40 33 Mfd

Single piece die cast aluminium top opening street light luminaire having Ipé6 lamp housing with single piece deep drawn bright anolised POT
reflector, toughened glass, complete with ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Streetlight KISLC7-70W 70W SV/MH E27 10 Mfd
Streetlight KISLC7-150W 150W SV/MH E40 20 Mfd
Streetlight KISLC7-250W 250W SV/MH E40 33 Mfd
Streetlight KISLC7-400W 400W SV/MH E40 42Mfd

Single piece die cast aluminium top opening street light luminaire having Ipé6 lamp housing with single piece deep drawn bright anolised POT
reflector, toughened glass, complete with ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type

Streetlight

Model No.

KISLC8-70W

Lamp Type

70W SV/MH

Lamp Holder Capacitor Value

E27 10 Mfd

Streetlight

KISLC8-150W

150W SV/MH

E40 20 Mfd

Streetlight

KISLC8-250W

250W SV/MH

E40 33 Mfd

Streetlight

KISLC8-400W

400W SV/MH

E40 42Mfd

Single piece die cast aluminium street light luminaire with single piece deep drawn bright anolised POT reflector, clear acrylic cover, complete with
ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type

Streetlight

Model No.

KISLC9-70W

Lamp Type

70W SV/MH

Lamp Holder Capacitor Value

E27 10 Mfd

Streetlight

KISLC9-150W

150W SV/MH

E40 20 Mfd

Streetlight

KISLC9-250W

250W SV/MH

E40 33 Mfd

Streetlight

KISLC9-400W

400W SV/MH

E40 42Mfd

Single piece die cast aluminium street light luminaire with single piece deep drawn bright anolised POT reflector, clear acrylic cover, complete with
ignitor, power factor improvement capacitor and copper wound magnetic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Deep Drawn Streetlight KISLD6-70W 70W SV/MH E27 10 Mfd

Deep Drawn Streetlight KISLD6-150W 150W SV/MH E40 20 Mfd

Deep Drawn Streetlight KISLD6-250W 250W SV/MH E40 33 Mfd

Single piece deep drawn sheet aluminium street light duly powder coated grey outside & white inside , pre anodised side refelector, clear acrylic
cover, stainless steel toggles, duly wired with ignitor, power factor improvement capacitor upto terminal block with copper wound magentic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Deep Drawn Streetlight KISLD7-70W 70W SV/MH E27 10 Mfd

Deep Drawn Streetlight KISLD7-150W 150W SV/MH E40 20 Mfd

Deep Drawn Streetlight KISLD7-250W 250W SV/MH E40 33 Mfd

Deep Drawn Streetlight KISLD7-400W 400W SV/MH E40 42 Mfd

Single piece deep drawn sheet aluminium street light duly powder coated grey outside & white inside , pre anodised side refelector, clear acrylic
cover, stainless steel toggles, duly wired with ignitor, power factor improvement capacitor upto terminal block with copper wound magentic ballast.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Deep Drawn Streetlight KISLD8-70W 70W SV/MH E27 10 Mfd

Deep Drawn Streetlight KISLD8-150W 150W SV/MH E40 20 Mfd

Deep Drawn Streetlight KISLD8-250W 250W SV/MH E40 33 Mfd

Single piece deep drawn sheet aluminium IP65 street light duly powder coated grey outside & white inside , pre anodised side reflector, toughened
glass cover , stainless steel toggles, duly wired with ignitor, power factor improvement capacitor upto terminal block with copper wound magnetic
ballast.

OUTDOOR LIGHTING SERIES
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Product Type Model No. Lamp Type Case Lot

Deep Drawn Streetlight KISLDT-11W 1x11/15W CFL 10

Deep Drawn Streetlight KISLD1-36W 1x36W FP-L 10

Single piece deep drawn sheet aluminium street light duly grey powder coated, clear acrylic cover , stainless steel toggles, aluminium reflector
complete with all accessories.

Product Type Model No. Lamp Type Case Lot
Deep Drawn Streetlight KISLD2-236W 2x36W CFL 08
Deep Drawn Streetlight KISLD2-85W 1x85W CFL 08

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated, clear acrylic cover , stainless steel toggles complete with all
accessories.

Product Type Model No. Lamp Type Case Lot
Deep Drawn Streetlight KISLD3-236W 2x36W CFL 08
Deep Drawn Streetlight KISLD3-85W 1x85W CFL 08

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, pre anodised sheet reflector, clear acrylic cover, stainless steel toggles, aluminium reflector complete with all accessories.

Product Type Model No. Lamp Type Case Lot
Deep Drawn Streetlight KISLD4-114W 1x14W T5 10
Deep Drawn Streetlight KISLD4-124W 1x24W T5 10
Deep Drawn Streetlight KISLD4-214W 2x14W T5 08
Deep Drawn Streetlight KISLD4-224W 2x24W T5 08

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, pre anodised sheet reflector, clear acrylic cover, stainless steel toggles, aluminium reflector complete with all accessories.

Product Type Model No. Lamp Type Case Lot
Deep Drawn Streetlight KISLD5-414W 4x14W T5 08
Deep Drawn Streetlight KISLD5-424W 4x24W T5 08
Deep Drawn Streetlight KISLD5-336W 3x36W CFL 08

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, pre anodised sheet refelector, clear acrylic cover, stainless steel toggles, aluminium reflector complete with all accessories.

Product Type Model No. Lamp Type Case Lot

Deep Drawn Streetlight KISLD9-70W 70W HPSV/MH 01

Deep Drawn Streetlight KISLD9-150W 150W HPSV/MH 01

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, pre anodised sheet reflector, clear acrylic cover /toughned glass, stainless steel toggles, aluminium reflector complete with all accessories.

Product Type Model No. Lamp Type Lamp Holder

Deep Drawn Streetlight KISLD10-85W 85W HPSV/MH B22

Deep Drawn Streetlight KISLD10A-85W 85W HPSV/MH E27

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, pre anodised sheet reflector, clear acrylic cover /toughned glass, stainless steel toggles, aluminium reflector complete with all accessories.

Product Type Model No. Lamp Type Lamp Holder

Deep Drawn Streetlight KISLD11-15W 15W CFL

Deep Drawn Streetlight KISLD11-45W 45W CFL

Deep Drawn Streetlight KISLD11-65/85W 65/85W CFL

Single piece deep drawn sheet aluminium street light housing cum reflector, virgin send finish outside and electrochemically brightened and anodised
reflecting surface inside, clear acrylic cover, stainless steel toggles pre wired upto terminal block.

Product Type Model No. Lamp Type Case Lot

Deep Drawn Streetlight KISLD12-128W 1x28W T5 10

Deep Drawn Streetlight KISLD12-228W 2x28W T5 10

Deep Drawn Streetlight KISLD12-136W 1x36W T8

Deep Drawn Streetlight KISLD12-236W 2x36W T8

Single piece deep drawn sheet aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
geartray, clear acryliccover, stainless steel toggles, complete with all accessories.

Product Type Model No. Lamp Type Case Lot

Fabricated Streetlight KISLF1-128W 1x28W T5 10

Fabricated Streetlight KISLF1-228W 2x28W T5 10

Fabricated Streetlight KISLF1-136W 1x36W T8

Fabricated Streetlight KISLF1-236W 2x36W T8

Single piece sheet fabricated aluminium/CRCA street light duly grey powder coated outside & with epoxy white powder coated CRCA sheets steel
gear tray, clear acrylic cover, stainless steel toggles, complete with all accessories.

OUTDOOR LIGHTING SERIES
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Product Features

* Integral die cast asymetrical /symetrical floodlight luminaire suitable for Ix150W
HPSV/MH lamps.

e Cast aluminum housing in powder coated grey finish.
e Bright anodised aluminum reflector.

e Heat resistant clear toughened glass hinged to housing at one end fixed with
stainless steel toggles at other end.

e Pre-wired with open construction copper ballast, power factor improvement
capacitor and ignitor complete with all accessories.

e Silicon rubber gasket for better IP.
¢ Nylonlpé5 cable gland for cable entry.
*  MSmounting cradle in powder coated grey finish.

e Ingress protection: Ip65

Applications : Suitable for Construction sites, sport stadium, airport aprons, security
lighting, facade lighting, parking lighting, etc.

Integral Floodlight

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Integral Floodlight KIFC05-1x70 70W HPSV/MH E-27 10 Mfd
Integral Floodlight KIFC05-1Ax150 150W HPSV/MH E-27 20 Mfd
Integral Floodlight KIFC05-1Bx150 150W HPSV/MH E-40 20 Mfd

Product Features

e Integral die cast asymetrical/symetrical floodlight luminaire suitable for
1x250W /400W HPSV/MH lamps.

e Cast aluminum housing in powder coated grey finish.
¢ Bright anodised aluminum reflector.

¢ Heat resistant clear toughened glass hinged to housing at one end fixed with
stainless steel toggles at other end.

¢ Pre-wired with open construction copper ballast, power factor improvement
capacitor and ignitor complete with all accessories.

¢ Silicon rubber gasket for better IP.
¢ Nylonlpé5 cable gland for cable entry.
*  MSmounting cradle in powder coated grey finish.

e Ingress protection: [p65

Applications : Suitable for Construction sites, sport stadium, airport aprons, security
lighting, facade lighting, parking lighting, etc.

Integral Floodlight

Product Type Model No. p Type Lamp Holder
Integral Floodlight KIFC05-1x250 250W HPSV/MH E-40 33 Mfd
Integral Floodlight KIFC05-1x400 400W HPSV/MH E-40 42 Mfd
Integral Floodlight KIFC05-1x1000 1000W HPSV/MH E-40 100 Mfd

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Integral Floodlight KIFC06-1x250 250W HPSV/MH E40 33 Mfd
Integral Floodlight KIFC06-1x400 400W HPSV/MH E40 42 Mfd

Grey powder coated Integral die cast symetrical floodlight luminaire, built-in control gear, faceted anodised aluminum reflector, Stainless steel
toggle, heat resistant clear toughened glass having silicon rubber gasket for ingress protection of IP65 suitable for IX70W 150W MH lamps.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Integral Floodlight KIFCO7-70MH 70W MH DE Rx7s 10 Mfd

Integral Floodlight KIFCO7-150MH 150W MH DE Rx7s 20 Mfd

Grey powder coated Integral die cast symetrical floodlight luminaire, built-in control gear, faceted anodised aluminum reflector, Stainless steel
toggle, heat resistant clear toughened glass having silicon rubber gasket for ingress protection of IP65 suitable for IX70W 150W MH lamps.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Integral Floodlight KIFC08-70MH 70W MH DE Rx7s 10 Mfd

Integral Floodlight KIFCO8-150MH 150W MH DE Rx7s 20 Mfd

Grey powder coated Integral die cast symetrical floodlight luminaire, built-in control gear, faceted anodised aluminum reflector, Stainless steel
toggle, heat resistant clear toughened glass having silicon rubber gasket for ingress protection of IP65 suitable for Ix70W 150W MH lamps.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Non Integral Floodlight KIFC09-250MH 250W SV/MH E40 33 Mfd

Non Integral Floodlight KIFC09-400MH 400W SV/MH E40 42 Mfd

Grey powder coated Integral die cast symetrical floodlight luminaire, deep draw spun aluminium refelector, stainless steel toggle, heat resistant clear
toughened glass having silicon rubber gasket for ingress protection of IP65 suitable for x250/400W SV /MH lamps.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Integral Narrow Beam

N KIFC10-70W 70W SV/MH E27 10 Mfd
Floodlight
Integral Narrow Beam KIFC10-150W 150W SV/MH E40 20 Mfd
Floodlight
Integral Narrow Beam KIFC10-250W 250W SV/MH E40 33 Mfd
Floodlight
Integral Narrow Beam KIFC10-400W 400W SV/MH E40 42 Mfd
Floodlight
Integral Narrow Beam KIFC10-1000W 1000W SV/MH E40 100 Mfd
Floodlight

Cast aluminium control gear in grey powder coated finish with narrow beam spun aluminium bright anodised reflector, clear toughened glass with synthetic rubber gasket for better
IP, pre-wired with open construction blast, capacitor & ignitor complete with all accessories.
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Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Non Integral Floodlight KIFC11-250W 250W SV/MH E40 33 Mfd
Non Integral Floodlight KIFC11-400W 400W SV/MH E40 42 Mfd

. Grey powder coated non integral die cast floodlight luminaire, faceted anodised aluminum reflector, heat resistant clear toughened glass
having silicon rubber gasket for ingress protection of IP65 suitable for 1x250/400W SV /MH lamps.

Casted /sheet metal deep drawn control gear box available as per requirement along with fixtures.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Non Integral Floodlight KIFC12-250W 250W SV/MH E40 2x33 Mfd
Non Integral Floodlight KIFC12-400W 400W SV/MH E40 2x42 Mfd

. Grey powder coated non integral die cast floodlight luminaire, faceted anodised aluminum reflector, heat resistant clear toughened glass
having silicon rubber gasket for ingress protection of IP65 suitable for 1x250/400W SV /MH lamps.

Casted /sheet metal deep drawn control gear box available as per requirement along with fixtures.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value

Non Integral Floodlight KIFC13-250W 250W SV/MH E40 2x33 Mfd

Non Integral Floodlight KIFC13-400W 400W SV/MH E40 2x42 Mfd

. Grey powder coated non integral die cast floodlight luminaire, faceted anodised aluminum reflector, heat resistant clear toughened glass
having silicon rubber gasket for ingress protection of IP65 suitable for 1x250/400W SV /MH lamps.

. Casted /sheet metal deep drawn control gear box available as per requirement along with fixtures.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Halogen Floodlight KIFC13-500W 500W TH Rx7s -

Halogen Floodlight KIFC13-1000W 1000W TH Rx7s -

. Black powder coated die cast floodlight luminaire, faceted anodised aluminum reflector, heat resistant clear toughened glass having silicon

rubber gasket for ingress protection of IP55 suitable for 1x500/1000W TH lamps.

Product Type Model No. Lamp Type Lamp Holder Capacitor Value
Non Integral Floodlight KIFC14-70W 70W SV/MH E27 10 Mfd
Non Integral Floodlight KIFC14-150W 150W SV/MH E40 20 Mfd
Non Integral Floodlight KIFC14-250/400W 250/400W SV/MH E40 33/42 Mfd
Non Integral Floodlight KIFC14-1000W 1000W SV/MH E40 100 Mfd

. Red powder coated non integral die cast floodlight luminaire with adjustable focus arrangement of lamp holder & spun aluminium housing, with
stainless steel mirror finish reflector, heat resistant clear toughened glass having silicon rubber gasket for ingress protection of IP65.

Casted /sheet metal deep drawn control gear box available as per requirement along with fixtures.

&

Control Gear Boxes

Product Type Model No.

Cast Aluminum Control gear box suitable for 1x150/250/400W
HPSV/MH Lamps.

Housing and cover made of cast aluminum in siemens grey epoxy
powder coated finish. With SS toggles for locking.

Detachable gear tray made of CRCA sheet steel powder coated
white finish consisting accessories like open construction copper
ballast, power factor improved capacitor, electronic ignitor and re-
wireable fuse. (Available with open construction copper ballast on
request)

Synthetic rubber gasket used for better ingress protection.

2 way 15amps mains terminal suitable for 4 sqmm.
incoming /outgoing cables.

Loop-in-loop-out facility.

2 nos. of MS brackets welded at the bottom for mounting.

Applications : For use with all non integral HID streetlights,
floodlights and Industrial lumanairies.

Lamp Type Case Lot

Control Gear Box KICGBO1-1150SV/MH 1x150W HPSV/MH 01
Control Gear Box KICGBO1-1250SV/MH 1x250W HPSV/MH 01
Control Gear Box KICGBO1-1400SV/MH 1x400W HPSV/MH o1
Control Gear Box KICGBO1-11000SV/MH 1x1000W HPSV/MH 01
Recess mounted top opening stainless steel /powder coated frame
f cleanroom luminaire for 2x18W/36W FTL lamps, CRCA sheet

KALINGIA

Control Gear Boxes

Product Type Model No.

steel housing in powder coated white finish, Bottom frame has clear
acrylic fixed to stainless steel /powder coated frame with double
sided gasket and silicon glue, Bright anodised aluminium reflector
for better illuminination, EPDM gasketting for better IP, Loss proof
SS screws used for fixing the bottom frame to the housing, Pre wired
with open construction copper ballast, power factor improved
capacitor & starter. Available with electronic ballast, The heavy
duty clamps are to be fixed on the top of the walkover ceiling with
the help of screws/bolt. The luminaire is fitted to these clamps with
bolts, the adjustable height arrangement is provided for proper
sealing. Ingress protection Ip65. Replace ‘SS’ for stainless steel
with ‘PC’ for powder coated bottom frame.

Applications : Pharmaceutical plants, Food processing plants,
Bottling plants, Tea packaging, Electronic component mgr. plant,
other clean room plants, etc.

Lamp Type Case Lot

Control Gear Box KICGB02-1150SV/MH 1x150W HPSV/MH 01
Control Gear Box KICGB02-1 250$V/MH 1x250W HPSV/MH 01
Control Gear Box KICGB02-1400SV/MH 1x400W HPSV/MH 01

OUTDOOR LIGHTING SERIES
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Product Type Lamp Type CS:Z:]Q'
CFL Ballast KIOCB09/11 09/11W CFL 25 Product Type Model No. Lamp Type Case Lot
Electronic Ballast Eco KIEBO1-114 1x14W T5 25
CFL Ballast KIOCB13/18 13/18W CFL 25
Electronic Ballast Eco KIEBO1-124 1x24W T5 25
FTL Ballast KIOCB36/40 36/40W FTL 25
i Electronic Ballast Eco KIEBO1-128 1x28W T5 23
HPSV/MH Ballast KIOCB70 70W SV/MH 08 Electronic Ballast Eco KIEBO1-136 1x36W T8 25
HPSV/MH Ballast KIOCB150 150W SV/MH 08 Electronic ballast slim, light in weight in PVC cabinet and with wire, power factor > 0.90.
HPSV/MH Ballast KIOCB250 250W SV/MH 06
HPSV/MH Ballast KIOCB400 400W SV/MH 04 Product Type Model No. Lamp Type Case Lot
@
Electronic Ballast Regular KIEBO2-114 1x14W T5 25
HPSV/MH Ballast KIOCB600 600W SV/MH 02
| | ; Electronic Ballast Regular KIEBO2-124 1x24W T5 25
. g @
E I eC‘l' ro m q n e‘l‘ I C HPSV/MH Ballast KIOCB1000 1000W SV/MH 01 :
@ Electronic Ballast Regular KIEBO2-128 1x28W T5 25
N
e
aiig S'l' HPSV/MH Ballast KIOCB2000 2000W SV/MH 01 Electronic Ballast Regular KIEB0O2-136 1x36W T8 25

Open construction electromagnetic ballasts
COnSiSting Of h|gh quallty Silicon Steel |amination Wlth HPM\//MH Ballast KIOCB125 125W MV/MH 12 High frequency electronic ballast with THD < 10% and power factor > 0.95 in metal cabinet.
argon welding, super enameled copper wire, vacuum
impriganated with white resin, terminal block with

. X . HPMV /MH Ballast KIOCB250 250W MV/MH 08 Product Type Model No. Lamp Type Case Lot
tapping for 220/240 volts supplied. Suitable for / / s ERE
commercial, industrial and area lighting applications. Electronic Ballast Deluxe KIEBO3-114 1x14W T5 25
) ) ) HPMV/MH Ballast KIOCB400 400W MV /MH 06 Electronic Ballast Deluxe KIEBO3-124 1x24W T5 25
Polyester filled ballast also available. Kindly replace -
PF fOr OC in case Of POlyeSter ﬁ”ed ba”ast Koy Bl (OCB1000 1000w v, o Electronic Ballast Deluxe KIEBO3-128 1x28W T5 25
requirement. aras Electronic Ballast Deluxe KIEBO3-136 1x36W T8 25
Electronic Ballast Deluxe KIEBO3-228 2x28W T5 25
Electronic Ballast Deluxe KIEBO3-236 2x36W T8 25
Electronic Ballast Deluxe KIEBO3-154 1x54W T5 25

Electronic Ballast Deluxe KIEBO3-254 2x54W T5 25

High frequency electronic ballast with current harmonic maintain below 10% and power factor close to 0.99 in metal cabinet.

Product Type Model No. Lamp Type Case Lot
; 1x70/150/250/400W HP
Ignitor PVC KIGNO1 SV/MH 50
; - 1x70/150/250/400W HP
Ignitor Aluminium KIGNO2 SV/MH 50
I T T d B I I T Product Type Model No. Lamp Type C;:i:]m
g HPSV/MH CGU/IBU KICGU35 35W SV/MH 01 Product Type Model No. MFD Case Lot
[ ]
U n IT ( I B U < G U ) Capacitor KICAPO1 4 50
HPSV/MH CGU/IBU KICGU70 70W SV/MH 01
Capacitor KICAPO1 8 50
— Ic.)s.s eledromagnetlc mtegratgd pa”aSt LG HPSV/MH CGU/IBU KICGU150 150W SV/MH o1 Capacitor KICAPO1 10 50
comprising of silicon steel lamination, super
enameled copper wire, core and coil embed Capacitor KICAPO1 12 50
polyester thermosetting compound complete with HPSV/MH CGU//IBU KICGU250 250W SV/MH 01 .
ignitor & capacitor wired upto terminal block with Gepeler N 28 L
taping for 220/240V 50Hz Ac supply. Suitable for Capacitor KICAPO1 33 50

commercial industrial and area lighting application. HPSV/MH CGU/IBU KicGu400 400W SV/MH o1

Capacitor KICAPO1 42 50
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